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HMD900 SERIES MIX 'N CHILL DRINK MIXER

120V
HMD900 
Mix 'n Chill Drink Mixer

Standard: Unit comes with base, 
spindle with agitator, splash shield, 
and removable stainless steel pan
�$�P�O�U�S�P�M�T�����0�O���P�G�G���S�P�D�L�F�S���T�X�J�U�D�I����rotary 
dial with variable speed selections

Electrical: 120V, 60 Hz, 6.4A 

�8�F�J�H�I�U�����������M�C�T���������������������L�H�T

ExpressCare Warranty: 1 year parts 
and labor

230V
HMD900-CE/-UK/-CCC 
Mix 'n Chill Drink Mixer

Standard: Unit comes with base, spindle 
with agitator, splash shield, 
and removable stainless steel pan
�$�P�O�U�S�P�M�T�����0�O���P�G�G���S�P�D�L�F�S���T�X�J�U�D�I����rotary dial 
with variable speed selections

Electrical: 220-240V, 50-60 Hz, 7A 

�8�F�J�H�I�U�����������M�C�T���������������������L�H�T

Warranty: 1 year parts and labor
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3/4 Hp Motor
Provides heavy-duty vertical 
mixing action for hard- and 

soft-serve ice cream  
as well as mix-ins 

Manual Mode
Allows the operator to control 
mixing time and motor speed 

(variable speed control)

Stainless Steel Pan
Easily removed for easy 
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Smart Start™
A simple press of the mixing 
shaft starts the motor

Pre-programmed Cycles
�0�G�G�F�S���D�P�O�T�J�T�U�F�O�U���N�J�Y�J�O�H���S�F�T�V�M�U�T��
regardless of operator

929 Agitator
�.�B�Y�J�N�J�[�F�T���N�J�Y�J�O�H���Q�F�S�G�P�S�N�B�O�D�F��
for hard- and soft-serve ice cream 
and is especially good for candy 
mix-ins

Contoured Splash Shield
Reduces discomfort on the  
operator's wrist and easily 

removes for cleaning.
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RoHS COMPLIANT


